
HELUTHERM® 800 / 800-ES halogen-free / high-grade steel braiding

PropertiesCable structure
HELUTHERM® 800

Technical data
Special core insulation for high
temperatures

Asbestos and cadmium-free
Stranded nickel conductor

Temperature range
-120 °C to +750 °C

NoteDouble-insulated glass-fibre braiding,
impregnated with silicone AWG sizes are approximate equivalent

values. The actual cross-section is in mm².Permissible temperature
+600 °C to +800 °C
(up to +1200 °C for short time)

Braiding of special mineral fibres and
additional impregnation with silicone

HELUTHERM® 800-ES
Nominal voltage 500 V As per above
Test voltage 2000 V Additional braided high-grade steel,

coverage approx. 80%Minimum bending radius
approx. 5x cable ø

Application
HELUTHERM® 800 cables are used in applications where extremely high connecting and ambient temperatures occur, e.g. in iron and steel
works, rolling mills, foundries, glass and ceramic plants, in power construction as well as for wiring resistances in electrical heating equipment,
furnaces and in thermoplastic forming. Good characteristics in the presence of moisture and chemical effects.
HELUTHERM® 800-ES
The robust braiding of high-grade steel protects the cable from aggressive atmospheres and mechanical stresses. The high-grade braiding
also gives this cable an attractive appearance. The braided screen can also be used for earthing purposes.

= The product is conformed with the EC Low-Voltage Directive 2006/95/EG.

HELUTHERM® 800
AWG-No.Weight

approx.
kg / km

Nickel
weight
kg / km

Max. permiss.
current carrying
capacity
at +700°C (A)

Linear
resistance
at 20°C
Ohm / km

Outer Ø
approx. mm

Conductor
construction

No.cores x
cross-sec.
mm²

Part no.

2410,22,413462,24 x 0,31 x 0,2551716
2012,04,821752,37 x 0,31 x 0,551717
1816,07,231152,911 x 0,31 x 0,7551718
1719,09,64883,214 x 0,31 x 151719
1626,514,45593,221 x 0,31 x 1,551720
1438,824,07353,735 x 0,31 x 2,551721
1257,038,09224,556 x 0,31 x 451722
1081,058,01214,65,984 x 0,31 x 651723
8156,096,0148,88,0140 x 0,31 x 1051724
6240,0154,0205,59,0228 x 0,31 x 1651725
4370,0240,0243,510,6354 x 0,31 x 2551726
2490,0336,0402,513,4495 x 0,31 x 3551727
1645,0480,0481,514,0707 x 0,31 x 5051728

HELUTHERM® 800-ES
AWG-No.Weight

approx.
kg / km

Nickel
weight
kg / km

Max. permiss.
current carrying
capacity
at +700°C (A)

Linear
resistance
at 20°C
Ohm / km

Outer Ø
approx. mm

Conductor
construction

No.cores x
cross-sec.
mm²

Part no.

2023,04,821753,57 x 0,31 x 0,550488
1831,07,231153,811 x 0,31 x 0,7550489
1740,09,64884,114 x 0,31 x 150490
1647,014,45594,521 x 0,31 x 1,550491
1459,024,07354,935 x 0,31 x 2,550492
1282,038,09225,856 x 0,31 x 450493
10118,058,01214,67,384 x 0,31 x 650494
8209,096,0148,89,4140 x 0,31 x 1050495
6298,0154,0205,510,5228 x 0,31 x 1650496
4452,0240,0243,512,2354 x 0,31 x 2550497
2592,0336,0402,515,5495 x 0,31 x 3550498
1650,0480,0481,516,1707 x 0,31 x 5050499

Dimensions and specifications may be changed without prior notice. (RK01)
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