
MULTIFLEX 600 highly flexible, oil-resistant, open installation

TC-ER, PLTC-ER, NFPA 79 Edition 2007

PropertiesCable structureTechnical data
Bare copper conductor, extra-fine wire
stranded, with AWG measures

Highly-flexible PVC control cable according
to UL Standard 1277

Self-extinguishing and flame retardant in
accordance with CSA FT4
The materials used in manufacture are
cadmium-free and contain no silicone and

Temperature range
Flexing -5 °C to +90 °C
Fixed installation -40 °C to +90 °C

Special PVC core insulation with transparent
nylon skin

free from substances harmful to the
wetting properties of lacquers

Black cores with continuous white
numberingNominal voltage

TC 600 V
TC Wind Turbine (WTTC) 1000 V

Green-yellow earth core in the outer layer
(3 cores and more)

UV-resistant
Tests
UL:
TC-ER, PLTC-ER (AWG 18 - AWG 12), ITC-ER
(AWG 18 - AWG 12), MTW, NFPA 79 2007.

Cores stranded in layers with optimal
lay-lengths

Test voltage 3000 V
Minimum bending radius
Permanently flexing
7,5x cable ø

Separator
Special PVC outer sheath WTTC 1000 V, DP-1, OIL RES I&II, 90 °C dry

/ 75 °C wet, Class 1 Div. 2 per NEC Art 336,Insulation resistance
Min. 20 MOhm x km

Sheath colour - black (RAL 9005)
392, 501, crush impact test in accordance
with UL 1277
CSA:
c(UL) CIC-TC FT4, CSA AWM I/II A/B FT4

With length marking in feet
Radiation resistance
Up to 80x106 cJ/kg (up to 80 Mrad) 

Note
Advantages

Highly-flexible, simple installation
Available on request
with blue cores (DC)
with red cores (AC)
Grey or TPE outer sheath

Application
HELUKABEL MULTIFLEX 600 is a highly-flexible, oil-resistant control cable. The special combination of TC-ER, PLTC-ER and ITC-ER allows this
cable to be used as a connecting cable for industrial plant and machinery in accordance with NFPA 79 2007. Approved for open, unprotected
installation in cable trays to the machine. Its outstanding oil resistance (OIL RES I & II) guarantees a long service life; for industrial applications
in dry, damp and wet environments. Recommended applications: production lines, bottling plants, machine construction, switch cabinets,
conveyor systems, packaging machines, automotive industry.
Please observe applicable installation regulations for use in energy supply chains.

= The product conforms to the EG Low-Voltage Directive 2006/95/EG

Weight
approx.
kg / km

Cop.
weight
kg / km

Outer Ø
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mm

AWG-No.No.cores x
cross-sec.
mm²

Part no. Weight
approx.
kg / km

Cop.
weight
kg / km

Outer Ø
approx.
mm

AWG-No.No.cores x
cross-sec.
mm²

Part no.

53,010,06,9202 x 0,562502 665,0360,020,81625 G 1,562529
1084,0490,023,01634 G 1,56253061,014,07,3203 G 0,562503

72,019,08,0204 G 0,562504 1260,0590,025,11641 G 1,562531
1521,0720,027,71650 G 1,56253285,024,08,6205 G 0,562505

110,034,09,9207 G 0,562506 1885,0864,029,51660 G 1,562533
158,058,011,42012 G 0,562507 160,072,09,8143 G 2,562534
241,086,014,22018 G 0,562508 173,096,010,6144 G 2,563136
316,0120,017,02025 G 0,562509 268,0120,011,9145 G 2,562535
439,0163,018,92034 G 0,562510 307,0168,013,6147 G 2,562536
75,022,07,8183 G 0,7562511 437,0216,016,1149 G 2,562537

572,0288,016,91412 G 2,56253891,029,08,6184 G 0,7562512
103,036,09,3185 G 0,7562513 800,0432,020,11418 G 2,562539

1100,0600,025,11425 G 2,562540136,050,010,8187 G 0,7562514
228,086,012,41812 G 0,7562515 221,0115,011,3123 G 462541
273,0108,013,81815 G 0,7562516 247,0154,012,4124 G 462542
311,0130,015,41818 G 0,7562517 318,0192,013,8125 G 462543
498,0180,018,51825 G 0,7562518 438,0269,016,9127 G 462544
550,0245,020,51834 G 0,7562519 383,0230,015,3104 G 662545
570,0259,020,61836 G 0,7562520 481,0288,016,6105 G 662546
600,0302,022,31842 G 0,7562521 800,0403,018,2107 G 662547
100,043,08,6163 G 1,562522 671,0384,019,784 G 1062548
122,058,09,5164 G 1,562523 990,0480,022,085 G 1062549
148,072,010,3165 G 1,562524 951,0614,023,764 G 1662550
197,0101,012,0167 G 1,562525 1500,0768,026,165 G 1662551
244,0130,014,2169 G 1,562526 1700,0960,034,044 G 2562552
328,0173,014,71612 G 1,562527 2300,01344,037,024 G 3562554
459,0259,017,21618 G 1,562528

Dimensions and specifications may be changed without prior notice. (RN01)
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